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Motivation

* Polymer processing 1s of significant commercial
Importance.

* Polymer melt processing 1s a fascinating and
challenging area of interdisciplinary science.

* Polymer melt processing can be viewed with an
artistic dimension.

( PP provides the opportunity to visit interesting parts of the world )



Kyoto 1989 Malcolm Mackley and Han Meijer



Precise Processing
1990s

* Need for processing apparatus that has well defined
boundary conditions in order that processing
variables can be systematically explored and
experiments compared with simulation.

(numerical simulation becomes possible)

* Need for repeated experiments on small quantities of
polymer, say 20g

( molecularly tailored quantities of polymer)



The development of the Multipass Rheometer (MPR)

1. The MPR as a rheometer Eland Test plant
Robert Marshall and Dr Bas Smeulders 1995
Dr Meera Ranganathan, Dr Karen Lee 2000
2. Processing vs Simulation,
Dr Tim Nicholson, Prof Tom Mcleish s Leeds team. 2004
Dr Rudy Valette CEMEF Sophia Antipolis 2003-5
3. Extensional flow
Dr Kris Coventry, Dr David Hassell 2004-06
4. Processing instabilities
Dr Mark Collis 2005
S. Crystallisation
David Hassell 2006
6. Overview of MPR



The Multipass Rheometer (MPR)
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Final year Chemical Engineering students operating MPR4



MPRA4 - Software
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MPR4




Key issues for Processing in general

Temperature Pressure Flow Time

Key features of MPR

Temperature -10 to 210 Centigrade

Pressure 1to 200 bar
Flow 1to 10000 reciprocal seconds
Time ms to hours

Enclosed small volume 20g



1. The MPR as a rheometer



J Rheology 1995
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J Rheology 1995 Pressure dependant viscosity; silicon oil
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J Rheology 1995 Linear viscoelastic response; Polymer solution

W
o

g
=~ 20 W
1] N _—
ER ™ ! A 5 -
A TEA S A
} P : ; - 20
P ] i i
— : N : i %
L v 0
— H : H : : ot
__:.. E. 4 =-, # .". .': .'T‘ "20
! s f (W N
¢ [ % s e %
| L L 1 1 40

(a) t (s)



J Rheology 1995 Frequency response; Polymer solution
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MPR flow curves polymer melts
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Polyethylene extrusion

axial AP/ bar piston position, X/ mm
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A multi-pass steady-mode time profile of the axial pressure difference and piston position
(piston speed = 8.5 mms-1; piston amplitude = 5.5 mm; and idle time =3 seconds).
The data was obtained for a LLDPE at a temperature of 1900C using a capillary of (L/a=40/2).

Karen Lee 2001



HDPE discontinuity in flow curve
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1D modelling. Follow; Molenaar and Koopmans



Extrusion
pressure
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. Comparison of the predictions of the model with experimental data for HDPE

in the Periodic Oscillations regime at 180 0C, capillary of L= 1.0 10-2 m,
D = 1.0 1.0-3 m and Half Entry angle = 450

Meera Ranganathon



3. Processing vs Simulation

Simulations used
Polyflow
Flowsolve In conjunction with Prof Tom Mcleish Leeds UK

Rudyflow In conjunction with Dr Rudy Valette CEMEF
Sophia Antipolis France.



InSitu flow birefringence of
polymer melts

Special optical cell as a central test section

Possibility to use polarised light for visualisation
ESTT of stresses by birefringence

U

1970s Han & Drexler

1980s Wales
Mackley

Meijer
Agassant

Issues. 2D flow, Stress optical coefficient.



V. =05mms!, y, =125s!

160°C

Flow Linear LLCB LDPE

David Hassell 2006



Experiments using the MultiPass Rheometer.
Study of a transient compressible/viscoelastic flow.
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MPR + compressible solver.
How to manage with pistons/MPR volume ?

‘The MPR : large length, pistons are moving. W

& |
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[The: mesh : not too large, doesn’t move.

Poiseuille flow 4 Poiseuille flow
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Carreau/compressible solver.
Constitutive equation & equation of state.

Equation of state : P = pPo eﬁ(})—}}o)

Continuity equation : H-E +Vau=0

Generalised shearrate : 7y = 4 [ 2 (E(u) o Vgu ) : (E(u) B v'?’u )

Compressible Carreau : g = —pI + n(’}/}l (E(u) - 5 )




Molecular Constitutive Equations;
Multi mode-Pom Pom and Rolie Poly

Backbone

Arms Tube

Stress tensor : a = —pI + G0(3A25' —_ I)

ds T
rientation equation : —, — —_—— ——I
Orientation equat 7 = Vu.S+S.V-u—-2(S . Vu)s 9.{,.(5 5 )

dA

Stretch equation : df

= A(S V'u.)——()\—l) v(A=1)




Time = 0.06 s Time =2.76 s Time=2.85s



Pressure profiles
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Pressure relaxation
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Absolute Pressure Prediction.

compressible Carreau ( - - - ), incompressible Rolie Poly (— ) and compressible Rolie Poly (—).
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4. Extensional Flow






Cross-Slot 1n the
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Cross-Slot
— Stress build up

t = time after beginning of flow

Elongation of centreline fringes Formation of cusps



Cross-Slot
— steady state

Vp=05mmS'1 &. =43¢




Simulation comparison
— Stress build up

- Lightly long chain Vp,=05mms?t & =43s"
branched PE T = 155°C

t = time after beginning of flow

«Captures pattern of stress development,
*Over predicts the stress

POM-POM, g =1andt,/t, =2 for all \, modes



Relaxation spectrum

M contribution to zero shear viscosity
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The MPR Rheometer

'

Processing vs simulation

s Rl

Extensional
Flow

Crystallisation

Y

Foaming

Platform for

Rheology. Processing and Reaction

*

Other Exp analysis techniques
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